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Wire Instructions for RGB Rope Light to 
RGB Controller with a Screw Terminal:

1. Connect the YELLOWYELLOW wire to the BLUE screw terminal.

2. Connect the BLUE wire to the GREEN screw terminal.

3. Connect the RED wire to the RED screw terminal.

4. Connect the BROWN wire to the V+ screw terminal.

The following is an example of how to wire a RGB 
Rope Light Front Power Connector to a RGB Controller 
that require a screw terminal connection.

Wiring 4 Wire Front Connector to the Screw terminal:

1. Connect the BLACK wire to  the B terminal.

2. Connect the GREEN wire to the G terminal.

3. Connect the RED wire to the R terminal.

4. Connect the BLUE wire to the V terminal.
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The PAVO-DIAL-DMX Controller is a single-lamp RGB LED 
color-changing lighting system controller.
This User Guide will explain how to operate the controller 
to set an RGB LED light fi xture to a single color or a color-
changing mode.
The PAVO-DIAL-DMX Controller has 7 mode settings: red, 
green, blue, white, fade 1, fade 2 and random fl ash. A mode 
setting can be set by turning the dial to the right or left when 
it is in the fi rst of four positions. Each mode setting has its 
own color.
When the dial is pushed in, the mode color will shift to the 
second position which allows the user to adjust the single 
color or the speed of fade 1, fade 2 or random fl ash.

General Description:

CDV82~12egatloVtupnI

Memory

Functions

Key Features:
Single lamp RGB LED color-changing lighting system con-
troller.

7 mode settings for single colors and color-changing pat-
terns.

Four positions: Function, Speed, Brightness and Contrast 
for easy operation.

Four positions: Function, Speed, Brightness and Contrast 
for easy operation.

Ideal controller for up to 49 feet (15 meters) of the Color-
fl ex-24-RGB (expandable with the SS-Coupler™).

4.72”X2.75”X3.30”
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SS- Coupler:

With the SS-Coupler it is possible to connect additional 
lengths of up to 65 feet (20 meters) of the Colorfl ex-24
-RGB with the SS-Coupler . (A separate power supply 
must be connected to the SS-Coupler to provide power.)

Wiring Diagram:
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Operation Instructions: 

Turning the Power On/Off:

1. Push the dial in to turn on the power.

2. Push the dial in and hold it in for two 
seconds to turn the power off.

Selecting a Mode:

When the dial is in the Function position:

1. Turn the dial to the right (clockwise) or 
left (counter-clockwise) to select the 
desired mode.

2. The following modes are available:

Mode Color/Pattern Indicator Color

1 Red Red

2 Green Green

3 Blue Blue

4 White White

5 Fade 1 (R-B-G) Yellow-Green

6 Fade 2 (R-G-B) Magenta

7 Random Flash Turquoise

Right to left (clockwise):

Mode Color/Pattern Indicator Color

1 Red Red

7 Random Flash Turquoise

6 Fade 2 (R-G-B) Magenta

5 Fade 1 (R-B-G) Yellow-Green

4 White White

3 Blue Blue

2 Green Green

Left to Right (counter-clockwise):
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Operation Instructions: 

Selecting the Color or Speed:

Push the dial in to enter the Color/Speed 
position.

Color (Modes 1-4)
When in Modes 1-4, the dial can be 
turned to increase or decrease the 
amount of the color (Red, Green, Blue or 
White) that is shown in the LED fi xture.

Speed (Modes: 5-7)
When in Modes 5-7, the dial can be 
turned to increase or decrease the speed 
of the color-changing pattern.
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Operation Instructions: 

Selecting the Brightness:

Push the dial in to enter the Brightness 
position.

When in the Brightness position, the dial can 
be turned right or left to increase or de-
crease the brightness of the LED fi xture.
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Operation Instructions: 

Selecting the Contrast:

Push the dial in to enter the Contrast 
position.

When in the Contrast position, the dial can 
be turned right or left to increase or de-
crease the contrast, or light intensity, of the 
LED fi xture.




